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Abstract The three-dimensional, rapid sliding indentation of a deformable half-space by a 
rigid indentor of a flat elliptical base is treated in this paper. The response of the material that 
fills the half-space is assumed to be governed by coupled thermoelasticity. The indentor 
translates without friction on the half-space surface at a constant sub-Rayleigh speed and the 
problem is treated as a steady-state one. An exact solution is obtained that is based on a 
Green’s function approach, integral equations, and Galin’s theorem. A closed-form 
expression for the distributed contact pressure under the elliptical base of the indentor is 
derived. Representative numerical results are given illustrating the effects of the indentor 
velocity, indentor geometry and parameters of the thermoelastic solid on the contact 
displacement. Since there is an analogy between the steady-state theories of thermoelasticity 
and poroelasticity, the present results carry over to the latter case directly. 
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1  Introduction 
 
The indentation of a deformable half-space by a sliding rigid indentor (punch) is a key 
problem in Contact Mechanics and Tribology since it provides a first-step model for studies 
of mechanisms and surface-finishing processes.  
In many cases, the problem described above can be modeled as a two-dimensional 
(2D) plane-strain steady-state situation, involving the motion of a rigid indentor that slides on 
the half-space at constant speed. In this context, Craggs and Roberts [1] studied the 
elastodynamic problem of a moving indentor and obtained physically acceptable solutions for 
sub-Rayleigh and supersonic sliding speeds. Subsequent work by Georgiadis and Barber [2] 
yielded an additional physically acceptable result for a particular speed in the transonic range 
and also discussed a paradox occurring in the super-Rayleigh / subseismic regime. Other 
efforts by Brock [3,4] dealt with the 2D sliding indentation of thermoelastic half-spaces in the 
presence of Coulomb friction. Later, Brock and Georgiadis [5] studied the 2D problem of 
sliding contact on a thermoelastic half-space at all speed ranges (subsonic, transonic and 
supersonic) of the sliding indentor. More recently, Brock and Georgiadis [6] considered the 
general case of multiple zone sliding contact involving a thermoelastic and anisotropic half-
space. Their results showed the effects of sliding speed, friction and die force system on 
contact zone size and thermal response.  
Regarding now, three-dimensional (3D) sliding contact problems (which is the topic 
of the present study), we notice that a rather limited number of studies exist. Churilov [7] 
investigated the problem of a rigid indentor with a flat elliptical base moving without friction 
at a constant speed on an elastic half-space. In the aforementioned work, the problem was 
formulated as an integral equation but no results were presented. A more detailed study was 
given later by Rahman [8], who examined the elastodynamic Hertz problem of a rigid 
indentor moving at a sub-Rayleigh speed on the surface of an elastic half-space. In this work, 
the unknown (elliptic) contact region was determined as part of solution from the pertinent 
Signorini contact conditions. More recently, Gavrilov and Herman [9] investigated the contact 
problem concerning the slow oscillations of a rigid frictionless circular punch, moving 
uniformly at a sub-Rayleigh velocity on a 3D half-space.  
In closing this brief literature review, we would like to mention that related to the 
aforementioned sliding contact problems are some simpler problems involving the rapid 
motion of mechanical / thermal sources (concentrated loads / concentrated heat flux) over the 
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surface of half-spaces. In some cases, the latter problems are the pertinent Green’s functions 
for the more general sliding contact problems. It should also be noticed that, in general, the 
problems of moving sources have relevance to many situations in Contact Mechanics, 
Tribology and Dynamic Fracture. Typical cases are the following: (i) Motion of an asperity 
developed on the mating surface of mechanical systems that are pressed against each other 
and undergo relative sliding rapid motion accompanied by dry friction (see e.g. Ju and Huang 
[10], Barber [11], Kennedy [12], Huang and Ju [13]). (ii) Crack face contact in intersonic 
interfacial rapid fracture of bimaterial plates (Rosakis et al. [14], Huang et al. [15]). (iii) 
Deformations generated by the motion of high-speed modern trains (see e.g. Krylov [16], 
Lefeuve-Mesgouez et al. [17], Ju [18], Ju and Lin [19]). In the foregoing situations, the 
moving mechanical / thermal load may produce severe deformation and temperature rises in a 
thin zone near the contact zone, and therefore may cause excessive wear and even cracking 
near this zone. Representative work involving these Green’s functions in 2D and 3D 
formulations was done by, among others, Cole and Huth [20], Georgiadis and Barber [21], 
Barber [22], Brock and Georgiadis [23,24], Brock and Rodgers [25], Brock et al. [26], 
Georgiadis and Lykotrafitis [27], and Lykotrafitis and Georgiadis [28]. 
The present study deals with the 3D dynamical contact problem involving the 
indentation of a deformable half-space by a rapidly sliding rigid body with a flat base. The 
indentor translates at a constant sub-Rayleigh speed and the problem is treated as a steady-
state one. The case of elliptical base for the indentor treated here includes the common case of 
a circular base as a special one. The half-space material is taken to respond according to 
Biot’s coupled thermoelasticity [29]. Since there is an analogy between the steady-state 
theories of thermoelasticity and poroelasticity (see e.g. Manolis and Beskos [30]), the present 
results are applicable in the latter case too. In this first-step analysis, the effect of friction is 
ignored and the indentor is assumed to be non-conducting. We intend to relax these 
assumptions in a future work. Our analysis follows closely the analyses by Churilov [7] and 
Rahman [8], who dealt with the non-thermal problem.  
The present problem is formulated in terms of an integral equation using a Green’s 
function approach. The pertinent Green’s function, which corresponds here to the solution of 
the 3D steady-state problem of a point load (mechanical source) moving on the surface of a 
thermoelastic half-space, was derived by Lykotrafitis and Georgiadis [28]. They have 
developed a technique based on the Radon transform and elements of distribution theory and 
obtained the fundamental 3D dynamical solutions for mechanical / thermal point sources 
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moving steadily over the surface of a thermoelastic half-space. Here, the solution of the 
governing integral equation (valid for the dynamical problem) is accomplished in two steps: 
First, the solution of the respective integral equation in the quasi-static case is obtained by 
using Galin’s theorem [31], and then it is shown that this quasi-static solution satisfies also 
the integral equation of the dynamical problem. A closed-form expression for the distributed 
contact pressure under the elliptical base of the indentor is derived. Representative numerical 
results are given illustrating the effects of the indentor velocity and geometry on the contact 
displacement under a constant applied force. 
 
 
2  Problem statement  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 1 Rigid indentor with a flat base moving at constant velocity over the surface  
of a thermoelastic half-space. 
 
 
Consider a thermally conducting linearly elastic isotropic body in the form of a 3D 
half-space x3 0 . This unloaded body is initially at rest and at a uniform temperature 0T  
(expressed in Ko ), but at time t 0  is disturbed by the motion of a frictionless non-
conducting rigid indentor (punch) of uniform flat base of elliptical form with semi-axes a  and 
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b  (see Fig. 1). The indentor moves along the x1 -direction, over the surface x3 0 , with a 
constant sub-Rayleigh speed V , and is pressed into contact with the half-space surface by a 
constant force N . The force acts at the center of the elliptical plan-form, so that the indentor 
does not rotate. Also, it is assumed that the surface of the elastic body outside the contact 
region is free from tractions and thermally insulated. Our analysis is restricted to the sub-
Rayleigh regime, so as to avoid non-uniqueness of the solution or violation of the condition of 
non-tensile normal stress along the contact area [2]. 
The governing equations of the problem according to the linear coupled thermo-
elastodynamic theory [29,30,32] will now be written. With respect to a fixed Cartesian 
coordinate system O x j   j 1 2 3, , , the equations of motion (thermoelastic Navier-Cauchy 
equations) and the generalized heat-conduction equation, in the absence of body forces and 
sources, along with the stress-strain relations (Duhamel-Neumann law) are as follows 
 
      2
2
0
2 23
t
 uuu    ,                                                    (1a)   
   2 0 03 2 0vK C Τt t
     
     u  ,                                                       (1b)        
     0 3 2            σ u u u 1 1   ,                                                       (1c)   
 
where u  is the displacement vector with components uj , T  is the current temperature, 
  T T0  is the change in temperature, σ  is the stress tensor with components ij  
 i j, , ,1 2 3 , 1  is the identity tensor,   is the 3D gradient operator, 2  is the Laplace 
operator, u  is the dilatation,   ,  are the Lamé constants,   is the mass density, K  is 
the thermal conductivity,  0  is the coefficient of thermal expansion, and vC  is the specific 
heat at constant deformation. It is also noticed that the third term in the LHS of equations (1a) 
and (1b) arises from the interaction of the deformation field with the thermal field. In this 
process, however, shear (rotational) waves remain unaffected by the ability of the medium to 
conduct heat; only longitudinal (dilatational) waves are modified by thermal straining and, 
conversely, only mechanical energy expended in volume changes is converted into heat. 
We now introduce the standard steady-state assumption for moving sources (see e.g. 
[33]) according to which a steady stress and displacement field is created in the medium w.r.t. 
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an observer situated in a frame of reference attached to the indentor, if this indentor has been 
moving steadily (with a velocity V , say) for a sufficiently long time. In this way, any 
transients can reasonably be avoided (therefore gaining considerable simplification in the 
analysis) and, moreover, upon introducing the Galilean transformation 
 
x x V t y x z x   1 2 3, ,   ,                                                                                 (2) 
 
the boundary conditions become independent of  the time t  and the variables  x t1,  enter the 
problem only in the combination  x Vt1  . Furthermore, in the new moving Cartesian 
coordinate system Oxyz  (see Fig. 1), partial derivatives w.r.t. t  are neglected and (1a), (1b) 
can be written as 
 
    01 222222  xcmm  uuu   ,                                                        (3a) 
 2
0 0v L
T
K mcC Τ cV
V x x
   
   u   ,                                                              (3b)   
 
where   1 TL VVm  with   VL    2 1 2  being the longitudinal (L) wave speed in the 
absence of thermal effects and  VT    1 2  being the transverse (T) or shear wave speed. 
Also, c M V VL L   and mc M V VT T   are the two Mach numbers and 
    0 24 3 0m . It is emphasized that LV  above is not the longitudinal-wave speed in 
coupled thermoelasticity but serves in our formulation for a convenient normalization of the 
field equations. 
Finally, the boundary conditions of the problem take the form  
 
    zx zyx y z x y z, , , ,   0 0 0       for             x y   ,         (4a) 
  x y z z, ,  0 0                            for             x y  ,          (4b) 
 
  zz x y z, ,  0 0                                 for             x y,    ,                                  (4c) 
  00,, uzyxuz                                 for             x y,    ,                                  (4d) 
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where     2 2 2 2, , 0 : 1x y z x a y b      is the contact area, and 0u  is the (constant) 
contact displacement. The main objective of the present work is to determine the contact 
pressure    , , 0 ,zz x y z p x y     that is produced by the force N  (exerted on the indentor) 
for the problem described by Eqs. (1c), (3) and (4).  
 
 
3  The thermo-elastodynamic Green’s function 
 
The solution of the mixed boundary problem described in the previous Section will be 
obtained using a Green’s function approach. The pertinent Green’s function, which here 
corresponds to the problem of a concentrated normal load P  moving steadily along the x1 -
direction with a constant velocity V  over the surface of a thermoelastic half-space (Fig. 2), 
was derived by Lykotrafitis and Georgiadis [28]. In the latter study, the fundamental 
thermoelastic three-dimensional solutions for moving thermal and/or mechanical point 
sources were obtained employing a technique based on the Radon transform and distribution 
theory.  
In this Section, we essentially reproduce relevant material from the work by 
Lykotrafitis and Georgiadis [28]. This material is briefly presented here for the sake of 
completeness and because of the need to introduce certain definitions. 
The boundary conditions of the problem take the form (see Fig. 2) 
 
       zz x y z P x y, ,     0   ,                                                 (5a) 
  00,, zyxzx   ,                                                                               (5b) 
 zy x y z, ,  0 0   ,                                                                               (5c) 
 , , 0 0x y z
z


    ,        (5d) 
 
which hold for     x  and    y . In the above equations, )(  is the Dirac 
delta distribution. 
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Fig. 2 Normal point load moving at constant velocity over the surface of a half-space. 
 
 
The solution of the boundary value problem is effected through a technique based on 
the Radon transform [34] and pertinent coordinate transformations. In general, this procedure 
reduces the original 3D problem to a pair of auxiliary problems, i.e. a corresponding 2D 
plane-strain problem and a 2D anti-plane shear problem. However, in our case where only a 
concentrated normal load is involved, the 3D problem reduces to a pure 2D plane-strain 
problem. In fact, this 2D plane-strain problem is completely analogous to the original 3D 
problem, not only regarding the field equations but also regarding the boundary conditions.  
The 2D Radon transform of a function  f r , with  1 22 2x y r , is defined as 
 
          , ,
L
f f q f q d f x y ds        r r n r r  ,                                    (6)                       
 
where L  denotes all straight lines in the plane Oxy  and  ds   is the infinitesimal length along 
such a line. The lines L  are defined by q n r , with    , cos , sinx yn n   n , and the 
Radon transform is in fact the integral of  f r  over all these straight lines in the plane. The 
inverse 2D Radon transform is given by  
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       
2
2
0
,1 1, , 4 cos
f q ω
f x y f r dq d
q q r

    


              
   
PF
   ,    (7) 
 
 
where the symbol  PF  stands for the principal-value pseudo-function (or distribution) (see 
e.g. [34-36]).   
Next, operating with the Radon transform on the governing equations (3), using 
standard properties of the Radon transform (linearity, and transforms of derivatives and 
distributions) and performing a rotation of the original  , ,x y z  coordinate system through the 
angle   about the z -axis, gives the following field equations in the new coordinate system  
 
 2 2 22 2 22 2 21 0q q q qz xu u u uum m cq z q q z q q                   
                                 (8a) 
 2 2 22 2 22 2 21 0qz z z zxuu u u um m cq z z q z z q                   
     ,                           (8b) 
2 2
02 2 0qx zv x L
T
umc uK C T c V
q z V q q q z
             
            
       ,                              (8c) 
 
whereas the transformed boundary conditions become 
 
   ,ω, 0zz q z P q     ,                                                                                      (9a) 
 , , 0 0zq q ω z   ,                                                                                                  (9b)  
 , , 0 0q ω z
z


  ,                                                                                                   (9c) 
 
where x xc cn .  
One may observe that Eqs. (8) and (9) form a 2D plane-strain problem in the ( , )q z  
coordinate system. This problem involves a thermoelastic body in the form of the half-plane 
0z   that is disturbed by the steady-state motion of a concentrated normal line load P , 
which moves along the q -axis with velocity cosqV V ω  . The solution to this 2D problem 
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has been obtained by Brock and Georgiadis [23] through the two-sided Laplace transform and 
exact inversions. 
Then, the 3D solution follows from the transformed solution in two steps. First, the 
inversion of the coordinate transformation is performed providing the set  , ,z x yu u u    in terms 
of the rotated Radon-transformed displacements  ,z qu u  . Then, the Radon-transform 
inversion according to Eq. (7) gives the set  , ,z x yu u u  in the physical domain. Indeed, 
operating with Eq. (7) on the solution of the plane strain problem and using results from 
distribution theory along with results concerning the Hilbert transform of generalized 
functions [36], we obtain the surface vertical displacement as 
 
        11, , 0 sin ,2P Pz T
Pu r z F M
r
  
       
                  1 1/2( ) 222 2 2
0
cos 11 , cos
P
TF M d
     
          
 PF   ,                 (10) 
 
where the functions    1 PF  and    2 PF  are given in [28] for the entire speed range. In 
particular, in the sub-Rayleigh regime ( 0 RV V   ), which is the case of interest here, the 
functions are as follows 
 
    
1 22 2
( )
1
1, ,
T LP
T
T
M M
F M
R M


  
   ,       ( )2 , 0P TF M    .                                      (11a,b) 
 
These functions depend upon the ‘shear’ (or ‘transverse’) Mach number MT  and the 
dimensionless coupling constant   20 v TT C V m  . The order of magnitude of the 
coupling constant for usual metallic materials (e.g. aluminum, copper, lead, titanium and 
steel) is  210O  , but in other cases   can be as high as  110O   (e.g. 0.36   for 
polycarbonate at 0 40oT C ). Moreover, in Eq. (11) the following definitions are employed. 
First, it is noticed that the quantity   211   LL VV  represents the steady-state velocity of 
thermoelastic longitudinal waves [23], whereas   211   LLL MVVM  is the 
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‘thermoelastic longitudinal’ Mach number. Then, the steady-state thermoelastic Rayleigh 
function defined as [23] 
 
       2 1 2 1 22 2 2, 2 4 1 1T T L TR M M M M         ,                                                 (12)  
 
provides the steady-state thermoelastic Rayleigh-wave speed VR  as the non-trivial real root 
1m   of the equation  , 0TR M   . By following the standard procedure for the 
rationalization of the Rayleigh equation into a cubic in square of speed (see e.g. Sokolnikoff 
[37], and Rahman and Barber [38]), the root 1 R Tm V V   is obtained with the aid of 
MATHEMATICATM (see Appendix A). We should also mention that an alternative procedure 
to obtain the Rayleigh-wave speed is performing a factorization operation typically 
encountered in the Wiener-Hopf technique (Brock [39]). It is also noticed that the Mach 
numbers LM  and MT  are related, by their definition, through the following equation 
 
M
m
ML T

 1   ,      with          
1 22 1 1 11 2
L
T
Vm
V


 

       
  ,                          (13) 
 
where   is the Poisson’s ratio of the material. 
In light of the above, the surface vertical displacement in (10) takes now the form 
 
   ( ) ( )1, , 0 sin ,2P Pz T
Pu r z F M
r
     ,         0 RV V    .                               (14) 
 
Equation (14) is the pertinent Green’s function for our thermo-elastodynamic contact problem. 
One may observe that (14) implies the symmetry of uz P( )  w.r.t. both axes x  and y .  
For illustration, in Fig. 3 the variation of the normalized displacement  U z P  is 
displayed with respect to the polar angle   for a material with Poisson’s ratio 0.3   and 
two different thermoelastic coupling constants 0   and 0.36  . It is observed that in the 
sub-Rayleigh range ( MT 0 8. ) the displacement is always positive and, therefore, is directed 
into the half-space.  
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Fig. 3. Variation of the normalized vertical displacement    P Pz zU r Pu  , due to a normal moving load P , 
with the polar angle    for sub-Rayleigh motion and for 0.8TM   and 0.3  . 
 
 
4  Integral equation solution 
 
The deformation of the surface caused by the normal compressive stresses distributed 
over the contact region   can be found by superposition, using (14) as the Green’s function 
for the contact problem. Indeed, treating the distributed pressure as the limit of a set of point 
loads of magnitude  ,p d d    , the normal surface displacement takes the following form 
 
       1,1, ,0 ,2 Pz T
p y
u x y F M d d
s s

     
      

 ,                                 (15)        
 
where     1 22 2s x y        is the distance between the points  x y,  and   ,  as Fig. 4 
shows.  
Next, employing Eq. (15) in conjunction with the boundary condition in (4d), we 
derive an integral equation of the first kind for the unknown pressure  ,p    
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

 
     
0 1
,1 ,2
P
T
p y
u F M d d
s s

     
      

 ,     for     ,x y   .               (16) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 4  Elliptical contact region    with semi-axes a  and b . 
 
 
The solution of the above integral equation will be accomplished in two steps. First, 
the solution of the respective integral equation in the quasi-static case will be obtained, and 
then it will be shown that this solution satisfies also the ‘thermo-elastodynamic’ integral 
equation (16).  
By letting 0V  , the integral equation in (16) degenerates into its elastostatic 
counterpart 
 
     0 1,1 0,2 P
p
u F d d
s

      
  ,                                                                 (17) 
 
where the function    1 0,PF   is given by (see Appendix A) 
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       1
1 10, 1 2 1
PF
    
      
 .                                                                               (18) 
 
Then, in view of (18), Eq. (17) becomes 
 
  
 
 
0
1 1 ,
2 1 2 1
p
u d d
s

       
     
  . (19) 
 
A solution of this type of integral equation, when   is an elliptical region, can be obtained 
by using Galin’s theorem [31]. As was pointed out by Walpole [40], this theorem is a special 
case of a more general result due to Dyson [41]. A comprehensive account of Galin’s theorem 
and its generalizations can be found in the treatise by Gladwell [42]. In fact, Galin’s theorem 
states that if the equation of the surface bounding the base of the indentor is of the form 
   , ,0 ,z nu x y h x y , where  ,nh x y  is a polynomial of degree n , then the solution for the 
pressure under the punch can be represented in the following form  
 
   
1 22 2
*
2 2, 1 ,nx yp x y h x ya b
     
 ,                                                                         (20) 
 
where  * ,nh x y  is also a polynomial of degree n .  
Now, in the special case of a punch with a flat elliptical base ( 0n  ), Galin’s theorem 
provides the following solution for the quasi-static integral equation (19) 
 
   0 1 22 2 2 2, 1
pp
a b
       ,                                                                              (21) 
 
where the constant 0p  can be obtained directly by elementary considerations of equilibrium. 
Indeed, since the pressure distribution is statically equivalent to the force  , which is 
exerted on the contact area, we can write  
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   
1 22 2
0 02 2, 1 2N p d d p d d p aba b 
       
          .                            (22) 
 
It remains now to prove that the solution (21) satisfies also the integral equation (16) 
for the thermo-elastodynamic case considered here. In doing so, we closely follow the 
approach proposed by Vorovich et al. [43] and Rahman [8] for the pure elastodynamic case. 
The following analysis is somewhat tedious but straightforward.  
First, one has to introduce a new set of polar coordinates  ,s   attached to the field 
point  ,x y  and defined through the relations (see Fig. 4): 
 
cosx s     ,                                                                                                       (23a)   
siny s    .                                                                                                        (23b)  
        
Further, substituting from (23) into Eq. (21) yields 
 
        1/220, cos , sin 2p p x s y s p A B s C s               ,                      (24) 
 
where 
 
2 2 2 21A x a y b    ,                                                                                            (25a) 
2 2cos sinB x a y b    ,                                                                                   (25b) 
2 2 2 2cos sinC a b    ,                                                                                      (25c) 
 
with    B B      and    C C    . 
Next, substituting (24) and (25) in the integral equation (16), and by invoking (23) and 
the fact that    1 ,P TF M   is an even function of  TM , we obtain 
 
        02 1 2200 10 0 2 sin ,2
s P
T
pu A B s C s F M ds d
      
         ,                (26) 
 
 16
where  0s   is the distance between the points  ,x y  and  0 0,  , with  0 0,    (see 
Fig. 4).  In addition, since the point  0 0,   lies on the boundary of the ellipse, the following 
equations hold true 
 
2 2 2 2
0 0 1a b    ,                                                                                                    (27)   
0 0 cosx s     ,                                                                                                     (28a)   
0 0 siny s     .                                                                                                    (28b)  
 
Employing now Eqs. (25) in conjunction with (28), we may write (27) as 
 
   20 0 02 2
C As B s
     ,                                                                                       (29) 
 
which admits the following solution since  0 0s    must hold for all  0,2   
 
        
1/22
0
B B AC
s
C
   
      .                                                                    (30) 
   
On the other hand, since the point  ,x y  lies in the interior of the ellipse, it can be deduced 
from (25a,c) that 0A   and   0C    for all  0,2  . Thus, 
 
     01/2 1/2 1/22 2 2
B s CB B sC
B AC B AC B AC
 
  
 .                                                            (31) 
 
Also, from (25) and (30), we infer that 
 
   
1/22
1/22
0 1BB B A C
B A C
     

 ,                                                          (32) 
 
and 
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 0 1/22 1
B s C
B A C
 

 .                                                                                                     (33) 
 
Finally, by combining Eqs. (31)-(33), one may confirm that 
 
 1/221 1
B s C
B A C
  

 .                                                                                               (34) 
 
Now, in view of (34), we introduce a new variable   through the relation 
 
 1 22cos
B s C
B A C
 

      with  0     ,                                                               (35) 
 
which, in turn, implies that 
 
     
1 22
1 2
1 2ds A B s C s d
C
          .                                                         (36) 
 
In light of the above, Eq. (26) becomes 
 
      2 1/200 10 0 sin ,2 P T
pu F M C d d
       
      ,                                          (37) 
 
where         1 22arccos B B AC            is the new integration limit that 
corresponds to 0s   in Eq. (35).  
At this point, we consider the integral 
 
      2 1/210 sin ,P TI F M C d d           .                                                    (38) 
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Further, we change the integration variable to     , and note that 
   cos cos        when 0s  . Thus, since 0    , it follows also that 
           . In view now of the previous observations and invoking the properties 
of the function  C  , we obtain  
 
       1/210 0 sin ,P TI F M C d d              .                                               (39) 
 
Moreover, putting      into (39) and taking again into account that  ( )1 ,P TF M   is an 
even function of TM , we get 
 
       1/210 sin ,P TI F M C d d
 
      
     ,                                                  (40a) 
 
or equivalently 
 
       1/210 sin ,P TI F M C d d
 
      
   .                                                        (40b) 
 
Finally, with the aid of (38) and (40b), the integral equation in (37) reduces to 
 
       1/200 10 0sin ,2 P Tpu F M C d d            ,                                          (41) 
 
which, after integrating with respect to  , yields 
 
      1 200 10 sin ,2 P T
pu F M C d
    
    .                                                        (42) 
 
Now, in view of (11) and (25c), the RHS of Eq. (42) is clearly independent of the 
variables  ,x y  and this shows that the quasi-static solution in (21) describes the traction 
distribution in the contact area of the thermo-elastodynamic problem, as well. However, it 
should be emphasized that this is the case only when the indentor moves with a sub-Rayleigh 
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speed. Indeed, in the super-Rayleigh regime the pertinent Green’s function is not an even 
function of the shear Mach number TM  [28] and, therefore, the above procedure cannot be 
applied. In fact, in that case, the quasi-static solution (21) would not eliminate the dependence 
on the spatial variables  ,x y  in the RHS of the pertinent thermo-elastodynamic integral 
equation in (16).  
 
 
5  Numerical results 
 
Based on the previous analysis, we are now able to evaluate the displacement 0u  along 
the contact area in terms of the applied normal force N  and the velocity V  of the indentor. 
Indeed, by virtue of Eqs. (21), (22) and (42), 0u  can be written as 
 
         1 20 10, , 0 sin ,4 P T
Nu x y z u F M C d
ab
    
        for   ,x y   ,  (43) 
 
whereas the pressure along the contact area is given by  
 
     1 22 2 2 2
1, , 0 , 2 1zz
Nx y z p x y
ab x a y b
             for   ,x y   .       (44) 
 
It is noted that the normal stress in (44) exhibits a square root singularity at the edge 
 ,x y   of the contact region. Moreover, as 0V  , Eq. (43) in conjunction with (18) 
provides the displacement along the contact area of the counterpart quasi-static problem 
 
  
   
1 2.
0 0
1 1
4 1 2 1
stat vNu C d
ab v
   
          for   ,x y    and  0z   .            (45) 
 
Now, in view of (25c), the integral in (45) can be evaluated in closed form yielding 
the following expression 
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where  K  is the complete Elliptic integral of the first kind [44]. It is noted that by setting 
0   in (46), we obtain the respective result for the pure elastostatic case [45].  
Some numerical results are presented now showing the variation of the normalized 
contact displacement 0 04U au N  as a function of the shear Mach number TM  
(normalized punch velocity). 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 5  Variation of the normalized contact displacement 0U  with respect to the normalized punch velocity TM   
for three different ratios a b . 
 
 
Figure 5 depicts the variation of 0U  with the shear Mach number TM  for a material 
with Poisson’s ratio 0.3   and thermoelastic coupling constant 0.011  . Three different 
ratios of semi-axes a b  are considered for the elliptical base of the punch. It is observed that 
for 0 RV V    the contact displacement is always greater than its static counterpart 
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displacement .0statu  (the latter is given by Eq. (46)). On the other hand, as the punch velocity 
V  approaches the Rayleigh wave velocity ( 0.927R TV V  ), the contact displacement 
becomes infinite, no matter how small the intensity of the force N  is. Therefore, in light of 
the above, one may observe that below the Rayleigh wave speed the present thermo-
elastodynamic solution behaves as the static indentation of a half-space with a reduced 
modulus. This ‘modulus’ approaches zero as RV V  . Of course, the latter result can be of 
practical importance in certain manufacturing processes.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Fig. 6 Variation of the normalized contact displacement 0U  with the normalized punch velocity TM  for 
different values of the Poisson’s ratio  . 
 
 
Figure 6, now, displays the dependence of the contact displacement 0U  upon the 
Poisson’s ratio, for a punch with an elliptical base with ratio of semi-axes 2a b  . The 
coupling constant is 0.011  . The lowest Rayleigh wave velocity in this case is given by 
0.876R TV V   for the case 0  . As anticipated on intuitive grounds, the contact 
displacement decreases with increasing values of the Poisson’s ratio. For example, when the 
normalized indentor velocity is 0.85TM  , a 67%  decrease is noted in the contact 
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Fig. 7 Variation of the normalized contact displacement 0U  with the normalized punch velocity TM  for 
different values of the thermoelastic coupling constant  . 
 
 
Finally, Fig. 7 shows the influence of thermal effects on the contact displacement 0U , 
for an indentor with an elliptical base with ratio of semi-axes 2a b   and a half-space 
material of Poisson’s ratio 0.3  . The lowest Rayleigh wave velocity ( 0.927R TV V  ) 
corresponds to the case 0   (no thermal effects). It is observed that a decrease in the contact 
displacement takes place when thermal effects are taken into account. This decrease becomes 
quite significant when the velocity of the indentor becomes comparable to the pertinent 
Rayleigh wave velocity. 
 
 
 
Concluding remarks 
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The 3D steady-state thermo-elastodynamic contact problem of a rigid indentor that 
slides over the surface of a half-space is treated, for the first time, in this paper. It is assumed 
that the punch has a flat base and it is thermally non-conducting. Also, the punch moves 
rectilinearly at a constant sub-Rayleigh speed and without friction. The half-space material 
responds according to Biot’s thermoelasticity. An exact solution is obtained through integral 
equations by using a Green’s function approach. In the absence of thermal effects, the present 
formulation reduces to the 3D elastodynamic case considered by Rahman [8]. Our results 
illustrate the effects of the indentor velocity, indentor geometry and parameters of the 
thermoelastic solid on the contact displacement. These effects are greatly pronounced when 
the punch velocity approaches the thermoelastic Rayleigh wave speed. Because of the 
mathematical analogy between the steady-state theories of thermoelasticity and poroelasticity, 
the present results carry over to the latter case directly. We intend to relax the assumption of 
frictionless sliding in a study that is underway. 
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Appendix A 
 
First, we multiply the thermoelastic function  ,TR M   in (12) with the expression 
     2 1/2 1/22 2 22 4 1 1T L TM M M     and obtain  
        
     2 6 4 2 2 2, 8 8 3 2 16 1T T T T TK M M M M m M m                                                 
                     2 2 2 21 2 3T T T TM M m M m M m        ,            (A.1) 
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where  1 2 3, ,m m m    are the non-trivial zeros of  ,TK M   and 
     1/22 1 1 1 2m         . Next, we use MATHEMATICATM obtaining the following 
expressions for these zeros  
 
 
     
1/3 2/3
1
2 5 24 223 4 1m

 
 
    
     
 ,                                                      (A.2a)   
  
 
 
   
1/3 1/2 2/3 1/2
2
2 1 i3 5 2 2 1 i32 43 4 1m

 
 
    
         
 ,                                (A.2b)        
  
 
 
   
1/3 1/2 2/3 1/2
3
2 1 i3 5 2 2 1 i32 43 4 1m

 
 
    
         
 ,                                (A.2c)        
 
where      1 1 2 1          ,  1 2i 1  , and  
 
    1/33/2 3 23 56 123 78 11                 ,                                                (A.3a) 
      1/23 3 21 32 16 21 5                .                                                      (A.3b) 
 
 
 
Further, from the analysis of Lykotrafitis and Georgiadis [28], we notice that:  (i) The 
zero 1m   is real for all values of   and coincides with the non-trivial zero of the Rayleigh 
function  ,TR M   in Eq. (12). (ii) The zeros 2m   and 3m   are also zeros of the function 
     2 1 2 1 22 2 22 4 1 1T L TM M M    . They are real in the interval 00    , where 
0 0.26308206488336365...  , and complex conjugate in the interval 0 0.5   . We also 
notice that 0  is the real zero of    . (iii) The inequalities    1 2 31 Re Rem m m      
are valid. (iv) The inequalities 2 2L TM M   2 2 3m m m     are valid in the subsonic and 
transonic speed ranges, if, of course,  2 3,m m   are real (i.e. for Poisson’s ratios in the 
interval 00    ). (iv) The equality  21 2 3 16 1m m m m      is always valid. 
 25
In view of the above, the function  ( )1 ,P TF M   in (11) can alternatively be written as 
 
            
1/2 2 1/2 1/22 2 2 2
( )
1 2 2 2
1 2 3
1 2 4 1 1
, L T L TP T
T T T
M M M M
F M
M m M m M m
 
  
 
             .                      (A.4)   
 
Then, passing to the limit in (A.4) as 0V  , with the aid of the identity 
 21 2 3 16 1m m m m      and the pertinent expression for m , one obtains that 
 
     ( )1 1 2 3
1 180, 1 2 1
PF
m m m  
     
        
  .                                                  (A.5)   
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